
Online monitoring of fault gases, air components and moisture in transformer insulating fluids.

Gas measurements  Proprietary chromatographic method

Gas extraction  Oil immersed Teflon® tubing

Power interruption protection 250 ms advanced power loss system

Operating temperature range -50 to +55 °C 
Storage temperature range -40 to +75 °C

Operating oil temperature range -40 to +120 °C

Operating oil pressure range Full vacuum to 40 PSI

Operating humidity range 0 – 100% RH

Storage humidity range 5 – 95% RH, non-condensing

Width x Height x Depth Instrument: 
 502 x 489 x 337 mm (19.8 x 19 x 13.3 in),
 Carrier gas manifold: 
 213 x 292 x 122 mm (8.4 x 11.5 x 4.8 in), plus mounting flanges

Teflon® is a registered Trademark of DuPont

Altitude range Up to 4,000 m

Expected operating life (EOL) > 15 years

Moisture measurements Oil immersed Relative Saturation (RS) sensor

Communications Isolation on all ports rated for substation environments 

Lower detection

limit (LDL)  

2 ppm, or

2 %RS

ppm1

Top of range2 Saturation,

or 100% RS

ppm

Accuracy3 ± 3 ppm, or

± 3 %RS

± (LDL plus X% of reading) ppm

Repeatability ± 2 ppm, or

± 2 %RS

6 seconds

95% in 20 
minutes

± (LDL plus Y% of reading) ppm

Resolution 1 ppm, or

1 %RS 

ppm
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Calisto ManagerTM Local and remote configuration, maintenance and data
 downloads for Calisto 5 and Calisto 9 
 Tracking of multiple Calisto4, Calisto 2, Calisto 5, Calisto 9
 monitors
 Database of transformers, Calistos, and tracked data

Platforms Windows 98 / 2000 / NT / XP / Vista / 7

CE Marking Low Voltage Directive 2006 / 95 / EC
 EMC Directive 2004 / 108 / EC
 WEEE Directive 2002 / 96 / EC, amended 2003 / 108 / EC
 RoHS Directive 2002 / 95 / EU

EMC (Electromagnetic compatibility) IEC/EN 61326
 IEC/EN 61000-6-5
 IEC/EN 61850-3
 FCC part 15 (US)
 Class A, ICES-003 (Canada)

Electrical Safety IEC/EN 61010
 IEC/EN 60255-27

Degree of protection IEC/EN 60529, IP 56
 

Gross Weight Instrument:
 40 kg / 90 lbs
 Standard accessories:
 10 kg / 22 lbs

Packaging Instrument: 
 600 x 584 x 410 mm (24 x 23 x 16 in) 
 Standard accessories:  
 510 x510 x 254 mm (20 x 20 x 10 in)

 Morgan Schaffer Calisto Mounting Stand
 Calisto Precision Oil Temperature Probe (4-20mA)
 Dissolved SF

6
 monitoring and alarms (Calisto 9 only)

 
 

IEC 61850 Ethernet communication kit
 900 MHz radio modem over RS-485
 2.4 GHz radio modem over RS-485
 Ethernet outdoor connectivity kit
 Quick-connect dust plug
 Extended warranty up to 3 years
 Morgan Schaffer on-site maintenance program
 On-site commissioning assistance 

Regulatory

Shipping

 Options

Interface Software

Relay outputs 10 NO/NC contacts (5 for Calisto 5)
(5A, 240V) assignable for setup, self-test and 
 measurement alarm conditions

Data storage 3 years

Measurement alarms Programmable dual-level and trend alarms for all readings

4) Newer version only






